
Trackimo™ Mini 2G
Model №  TRKM015

The world’s smallest 
personal GPS tracker
A super small tracking device  
(geolocation) that  allows you to track 
anything from anywhere.
Constant  real time tracking. 
Worldwide coverage.

Specifications
GSM Platform MTK6260

GPS  Platform MTK3336

Band Quad GSM 850/ GSM900/ 
DCS1800/ PCS1900

GSM Antenna LDS Antenna

Platform Bluetooth TI CC2541 BT4.0

Dimension 39 mm×39 mm×12 mm 
(L×W×H round)

Weight About 38g  

Active Battery Life 24 to 72 hours depends 
on mode of operation 
and cellular  network 
conditions 

Standby time 56 + hours(Depends on 
cellular Network)

Lithium-ion Battery li-ion 250mAh  

Waterproof IP65

Operating Temp  -20 to +60 degrees C 

Network and Data Transfer
GPRS Yes

USB charger 4-points magnetic charger with USB 
Interface

Microphone Yes

Data Load Full tracking mode 35 bytes per 
minute 

USSD Load Full tracking mode 32 bytes per 
minute 

Bluetooth Specifications
BLUETOOTH  CC254 BLE V4.0

Other Functions
Roaming Data Yes

Roaming voice Yes

USSD support Yes 

Major benefits:

 . Free one year service – Included

 . Super small and compact

 . Fits anywhere

 . Worldwide coverage 

 . GEO Fencing

 . Speed Monitoring

 . Ability to manage multiple devices in 1 
account

 . USB charging option 

 . SOS button

 . Attaches to multiple accessories –belt 
strap, dog collar,  magnets.

Best Suitable for:

 . Small pets

 . Purses 

 . Keychains

Tracking Features
Full Data or Alert Only Full Data

Maps  .  

Real Time Updates  .  

Geo Speed Alerts  .  

Geo Fence Alerts  .  

Travel History Available Up  to 365 days

Interface PC , Mac, Android, iOS

Alerts Email, SMS, iOS Push

Number of location 
samples

Unlimited

Customizable tracking  .  

Global Tracking  .  

SOS Alarm  .  

Emergency Voice 
Channel

 .  

Minimal update Interval 1 minute

Configurable Button 
alerts

 .  

GPS Specifications
Power Consumption acquisition 24mw 

Track 17mw

GPS Antenna lds– passive antenna

Channels 66 acquisition
22 tracking

Accuracy <5 meters open sky 
 

Acquisition Mode Cold Start < 24 seconds
Hot Start<2 seconds 

Data Encryption Available

Battery Capacity 24 to 72 hours depends 
on mode of operation 

Cached memory On board capacity for 
1000 tracking points 

Service Storage Unlimited tracking points 
capacity

Accelerometer Motion Detector


